
Main Harness

Stop

Head-Pilot

Cut Out
Start

RH Handlebar
Switch

LH Handlebar
Switch

Flash
Horn
Dip

Main
RH

Indicator
LH

Earth

Earth to
Coil Bracket

Assy
R

Ignition - Sub
Harness

Ignition
Warning Light

UnitAL AL

WL

IGN
E

Coil 1

WP

Coil 2

WB

BY

Ballast
Resistor

Neutral  Indicator

Switch

2

3

4
1

Note:
Indicator Leads (Pig Tails) Are Not 
Colour Coded

Rear Brake
Stop Switch

Main Beam
(Blue)

Neutral
(Green)

Ignition
(Red)

Warning Light Console

Electric
Tacho
Not Used

Capacitor

Capacitor
Contact Breaker

Headlamp Main
Harness

Connectors

Not Used
See
Note 1

3

2

1

Spare

Pink
Purple

Black
Blue

Yellow

Slategrey

Red
White

Brown
Green

K
P

B
U

Y

S

R
W

N
G

Colour Code

LightL

1

2

3

4

5

1

2

3

4

5

1

2

3

4

5

Master
Switch

R

WPWP

WYWK

R

WY

Electric
Tach
(Not Used)

W

W

W W

MKIII: Standard: (140-S.A.)
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Master Switch Connections Master Switch Connections
MKIII: Canadian Models

(06 – 6625)

ParkPark Ignition Ignition and
Lights

Ignition Ignition and
Lights

Off Off

Front Brake
Stop Switch

R

S

Y
Y
P
P

R
G

WN
N

NG

WR

WY
GW
GR

NU

PB
WK
W
U

R

NWN

WN

G

Canadian
Models Have
Headlamp
Warning Unit
In Place Of
Ignition
Warning Light
Unit
Connections
HL    (U)
WL   (WN)
AL     (GY)
TL      (NG)
R&W Wires Not 
Used On 
Canadian Models

Note 1

R

B

Earth to
Headlamp  Shell

G

Not Used
See Note 1

RPB
Horn

PB

PB W G
W

G
N

G
R

U
Y

U U
R

U
W

UW
PB

UR
U

UW
GW

LG/N
GR

W

W

W

WY
WR

W
Y

W

N

R
Case
Earth

Starter S

R

R

Solenoid
WP

Case

WK

WK

W
R

U
Y

U

Main

Case

Earth

W

UW

PP

R

S

W

W

T1-T2, Provides power to Ignition (RH Handlebar 
Kill Switch), Horn and Flash Switch (LH 
Handlebar), Both Brake Stop Switches, and 
Neutral Indicator Switch.  


